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REQ-2.2M HPF Card Upgrade Installation Instructions  
26th August 2010 

 
 
These instructions cover the retro fit of the BE245 high pass filter cards (HPF) in 
the Mastering version of the REQ-2.2 Resonance Equalizer.  The reason for the 
upgrade is to improve the sound of the high pass filter (more transparent) and 
address some headroom issues.  The new HPF cards are fitted in the factory to 
Mastering REQ units with serial number Q1037 and up.  The HPF cards used in 
the standard (Recording) version of the REQ are of different design and do not 
need upgrading.   
 
Tools required; 
Pozidrive screw driver of the correct size to fit REQ lid screws 
HEX head driver of the correct size to fit REQ front and rear panel screws. 
 
1] Disconnect the mains cord and remove the REQ top panel (lid).  There are 9 
screws to take out.  Note the screws in the side extrusion can be tight, and the 
screw driver must be a good fit to avoid stripping out the heads.  We have 
included with the cards some spare screws for reassembly. 
 
2] Directly behind the REQ HPF controls you will see the two BE245 cards.  
Remove the 2 screws circled red in PIX-1 and take out the steel tie bar.  (Note a 
magnetized screw driver is handy to prevent loosing the screws into the REQ 
internals).  Also unplug the 2 yellow cable looms attached to the top of the cards. 
 
3] To gain easy access to the cards, we will now remove the right hand side 
assembly.  Tip the REQ onto its rear panel and remove the 5 screws circled red 
in PIX-2.  Tip the REQ back onto its bottom and remove the 2 front panel screws 
circled red in PIX-3 and remove the 2 rear panel screws circled red in PIX-4. 
 
4] The side assembly will now be free and it can be carefully pulled away from 
the unit just enough so the side panel can be slid out of the extrusions toward the 
rear, as in PIX-5.  Note the side assembly carries the power supply which has 
wiring attached so it cannot be totally removed.  
 
Cont’d on page 5…. 
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5] You will now be able to see the HPF cards and their connectors.  Unplug all 
the connectors of the first card and slide it up and out of the REQ.  Repeat this 
for the second card revealed by removing the first. 
 
6] Note there are 2 blue cable looms attached to each original HPF card, a long 
one and a short one.  With the new cards, the long blue looms are not required 
and they can be completely removed from the unit. 
 
7] Slide in the new HPF cards and reconnect all the connectors (except for the 
long blue looms mentioned above).  Make sure all the connectors are firmly in 
place, see PIX-6. 
 

 
PIX-6 

 
8] The REQ can now be reassembled by following these instructions in reverse 
order.  Remember to reconnect the yellow looms to the top of the HPF cards.  
When replacing the screws into the side extrusions, do not over tighten to 
prevent stripping out the threads. 
 
Please return the old HPF cards and unused cables to;  
Buzz Audio, PO Box 6677, Wellington 6141, New Zealand. 


